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Unit 4bc, Jayes Park Courtyard, Ockley, Surrey RH5 5RR, UK,  

Tel: +44 (0)1306 621111  Fax: +44 (0)1306 621162   

Email: sales@4ti.co.uk  Web: www.4ti.co.uk

For further information, or to place an order, contact 4titude on:

4ti-0650

4ti-0615

4ti-0625

4ti-0602

4Seal II Thermal Sealer incl. universal 
power supply, power cord and manual*

Adapter for standard 96well and 
384well plates

Adapter for 96well PCR plates

Seal Platten to hold down sealing 
sheets that have a tendency  
for curling

Weight:	 �9kg

Dimensions:	 H 310 x D275 x W 181mm

Voltage:	 110/230V

Power:	 300W	
Sealing Temp.	 130-190 deg C

Technical Data

Ordering information

NAME           DESCRIPTION

Real Time Display
The rapid heating element allows for a quick start 
up of the unit within minutes.  The temperature of 
the heating block is displayed in real time so that 
the heating up process can be monitored.

Energy Saving Functions
When the unit is left idle it automatically switches 
into stand-by mode during which the temperature 
of the heating element is reduced to 60° C to 
save energy. When the sealer is left idle for longer 
periods it switches off automatically for added 
safety. The times at which the unit switches into 
stand-by and switch-off modes can be adjusted to 
suit the users needs.

Plate Formats
The following plate formats can be used with an 
appropriate holder

•	� SBS standard polypropylene & polystyrene 
plates & deepwell blocks 

•	� PCR plates including skirted, semi-skirted  
and non-skirted formats
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