PIPETTE SERVICING

3 - Star Service -y , , Protocol no.: 8.512
Certificate of calibration
Measuring report Test acc. to ISO 8655
Supplier : Starlab Pipette type : Ergo One
Volume range 120 -200 pl
Serial no. 1 341152B Inventory no. : 341152B
In use at : Starlab International GmbH
Plan no. : 10038
Evaluation criteria for further work . Testplan of the manufact./user
Meas. ser. : 1 Meas volume : 20,00 i No of meas. values : 10
19,96 19,96 20,06 19,86 20,06 20,06 19,96 19,86
19,96 19,96
Mean value - 19,97 i Lim. val. Status
Systematic error (es): 013 % + 2,50 % OK
Random error CV): 0,37 % < 0,70 % OK
Meas. ser. : 2 Meas volume 100,00 i No of meas. values : 10
99,62 99,62 99,72 99,82 99,82 99,82 99,82 99,82
99,62 99,72
Mean value : 99,74 i Lim. val. Status
Systematic error (es): -0,26 % * 1,00 % OK
Random error (CV) : 0,09 % < 0,30 % OK
Meas. ser. : 3 Meas volume : 200,00 i No of meas. values : 10
199,9 199,8 199,8 199,7 199,7 199,7 199,8 199,9
200,0 199,9
Mean value : 199,9 ul Lim. val. Status
Systematic error (es) : 0,07 % + 0,60 % OK
Random error (CV): 0,05 % < 0,20 % OK
Remark : Calibration is performed with Starlab TipOne Pipet Tips

Cat.No.: S1110-1800
Lot No. C111648H-2705

Temperature : 22,0 °C Air pressure : 1.010hPa bidistilled Water
Density : 0,9978 mg/ul Correction value Z: 1,0032 pl/mg
Calibrated with : Mettler WXTS205DU B248570666 (online measuring)
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